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CONTRACT APPROVAL OF TYPE IV GEOTEXTILE
From SOP:
(28) GEOTEXTILES:

D. Type IV - The Project Inspector shall furnish a completed DT-0044 (T-2) form with certification stating
that the material meets AASHTO M 288 Stabilization, Tables 1 and 4, Class | with an elongation less than
50%. A sample of the geotextile material measuring 100 inches in length by the width of the roll shall be
submitted to Headquarters Materials and Tests Laboratory. The sample shall contain at minimum one
NTPEP manufacturing mark located on the roll edge of the product. Do not use until you receive a test
report.*

*A signed and approved DT-0044 (T-2) from Headquarters Materials and Tests will be your report.

Below is example of sample record:

u Maintain 5ample Information

" Basic Sample Data ©  AddiSample Data

Cantract Other

Tests

Smpl ID: [j071563159G093011

Status: \ Pending

=]

Revised By: | Revising: ’— Sample Date: W
Link To: | Link From:| Log Date: [03/16/15
Smpl Type: | Certification | Acpt Meth: | Certification 3|
Material: [310.27.045 |Gentextile and Geosynthetics (Tupe [)
Sampler: fji11553 |Evans. Bobhy
P#S: [western Excelsior EEEIE]
Tvpe: IDpL City: Mancos
Prod Mm: [EXCEL 370M
Mnfctr: [w/estem Excelsior CEEm k]
Town: | Geog Area: | Region 3 - Davidson Ea|

Intd Use: |

Repr Qty: | 4,000.000 | Square Yard

AuthBy: [
Lock Type: lm

Lab Control Number: [CMj01563159G093011
Lab Reference Number:
Lock Date:

[=]
Auth Date: |00/00/00
Locked By:

NOTE: select Mnfctr, then select appropriate Prod Nm. For contracts with materials activated, select
Contract item on “Other” tab.

One sample can represent up to 99,999 SY. Contract sample and testing requirements window includes
the following special instruction:

A T-2 with cert. stating material meets AASHTO M 288 Stabilization, Tables 1 & 4, ClI. I; elongation < 50%.
And Sample measuring 100" in length by width of the roll & contain NTPEP mark on edge. submitted to
HQ M&T. Don't use till signed report received






